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[YPICAL PLACEMENT OF PRISMATIC REFLECTORS ON CURBS
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SPACED AT 600 mm CENTERS AT
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ALL CRYSTAL REFLECTORS

NOTES:

1) PRISMATIC REFLECTORS SHALL BE MONODIRECTIONAL AND POSITIONED
SO THAT THE REFLECTION FACE IS FACING THE APPROACHING TRAFFIC.

2) PRISMATIC REFLECTORS SHALL BE SECURED IN PLACE WITH AN EPOXY
ADHESIVE.

3) PRISMATIC REFLECTORS SHALL BE EITHER AMBER OR CRYSTAL IN COLOR.

CONCRETE MEDIAN SURFACE NOTES T~ =

1. PAINT CURB AND NOSE SOLID FOR 3 METERS T

PRISMATIC REFLECTOR
OR RADIUS OF NOSE, WHICHEVER IS GREATER.

EPOXY FILLER AS REQUIRED
CURB

2. PAINT MINIMUM OF 3 STRIPES IN DIRECTION OF TRAFFIC.

3. REDUCED SPACING USED TO OBTAIN 3 STRIPS MINIMUM.

4. STRIPING RECOMMENDED ONLY WHERE OPERATIONAL PROBLEMS DICTATE.

5. PAINT SOLID WHERE A MINIMUM OF 3 STRIPES CANNOT BE PLACED.
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